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Install drip edge flashing at eaves according to manufacturer’s instructions.

NOTE: DryFlekt™ details are minimum guidelines intended for use by the designer/construction professional to assist
in developing project specific details. They should be modified where necessary to accommodate individual project
conditions and climate zone considerations. All details must comply with local building codes/standards.

Place roof underlayment over deck, lapping up side wall a minimum of 6".
Install  shingle  starter  strip  at  roof  eave  in accordance with roofing
manufacturer’s instructions.

Place appropriate left or right hand DryFlekt™ Diverter as the first piece of step
flashing. Slide diverter up roof plane until the starter trough stops at the
shingle starter strip. Roof panel must be flat on the roof and sidewall panel flush
to the wall. Do not fasten panel to wall. Fasten and seal DryFlekt™ Diverter to
deck and starter strip in accordance with roofing manufacturer’s instructions.

Place first shingle and next sections of side wall flashing over up-slope edge
of DryFlekt™ Diverter, lapping a minimum of 4" over diverter. Side wall
flashing height requirement to be determined by design professional and
local building codes.

Install remaining sidewall flashing, appropriate counter flashing, and shingles
in accordance with roofing manufacturer’s instructions. Lap sidewall felt or
building wrap over top edges of DryFlekt™ Diverter and sidewall flashing.

Install wall cladding and sealants in accordance with manufacturer’s
instructions. Provide minimum clearance from roofing surface as
recommended by the cladding material manufacturer.
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